INLINE WYE FILTER W/ 150 MESH
STAINLESS STEEL SCREEN AND
FLUSHING CAP. PROVIDE ROOM

CARSON/BROOKS VALVE BOX

WITH LOCKING "T" STYLE COVER
(SUPPLY WITH STAINLESS STEEL
BOLTS). INSTALL H-20 TRAFFIC RATED
BOX IN HIGH TRAFFIC AREAS AS
DETERMINED BY THE COS,

/——FINISH GRADE

FOR SCREEN REMOVAL, AGRICULTURAL
PRODUCTS INC. "SPIN CLEAN" MODEL
OR APPROVED EQUAL

SCH, 40 PYC FEMALE ADAPTER

PRESET SENNIGER PRESSURE REGULATOR

SCH. 80 TOE NIPPLE

(SLIP X THREAD)
Q
8 /\
g CLAL?SEzggoavgozﬁgoﬁ;fm& / \\// PVC EMITTER LATERAL LINE
) CLASS 315 FOR 1/2" LINE Y/,
5 /\\ S LR SCH. 40 COUPLER
" KL KL
IONN N \
KKK NG
///\///\///\ SN > BRICK PAVER (TYP. 4)
RIKRN \
NI
KKK ¢
\-\///\\\///\\\ A
\,'\ \ 6" MIN. DEPTH PEA GRAVEL
\\42<2362<?&/6J>§>¥2k4>%2k49/”
DRIP FILTER &
PRESS. REG. ASSEMBLY
SCALE:  NTS
DETAILNO. |City of Scottsdale| &> 2

2647

Standard Details

Scottsdale Standards &
Specifications Committee

DETAIL NO.
2647

DRIP FILTER & PRESSURE REGULATOR




